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Yes - This is Rocket Science:

MMCs for Liquid Rocket Engines

J.S. Shelley, R. LeClaire, D. Miracle*, J. Nichols

AFRL/PRSE, 4 Draco Dr, Edwards AFB, CA 935-5-7160

*AFRL/MLLM, 3000 P Street, Wright Patterson, OH, 45433

Summary

The Air Force's Integrated High-Payoff Rocket Propulsion Technologies (IHPRPT)

Program has established aggressive goals for both improved performance and reduced cost of rocket

engines and components. Achieving these goals relies on developing affordable Metal Matrix Composite

(MMC) technologies for application to Liquid Rocket Engines (LREs). Efforts are being conducted on

three types of MMCs: Aluminum, Copper, and Nickel matrix material systems. Potential applications

include turbopump housings, rotating machinery, and high stiffness flanges and ductwork. This article will

address affordability goals, and review the IHPRPT goals as well as the current material requirements for

MMC technologies being developed for application to LREs.

Introduction

Contrary to popular belief, Rocket Science is not difficult. It is, however, full of extremes. Rocket

Propulsion is the X-games of technologies. For example, operational mission lives are extremely short,

lasting less than 10 minutes. Yet, low cycle fatigue environments in rotating turbomachinery are life

limiting. Launch costs are extremely high, measured in billions of dollars, yet engine acquisition costs are

measured in the tens of thousands. Turbopumps that can pump an Olympic-size swimming pool dry in. j

under 3 minutes are less than 42 inches long and weigh less than 4000 lbs.1 Temperatures in these .

turbopumps span the extremes from the -25' C f liquid hydrogen to the 3300C of propellant combustion

gases. With power densities in the pumps 10 times greater than those in jet aircraft engines, 2 pump speeds
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force materials to operate close to yield points. The full-flow engine cycle requires that turbine

components survive these stress states in high temperature, high pressure, oxygen-rich steam. Finally,

while ignition transients last for only fractions of minutes, low cycle fatigue deflections in nozzle exit cones

can be greater than 5% due to side loads during ignition. Designing components to survive these extremes

is essential to creating and controlling the enormous energy required to put a vehicle into orbit. Building

liquid rocket engines that do that job efficiently and reliably is what makes rocket propulsion Rocket

Science.

Metal matrix composites are maturing to the point that they are applicable to rocket propulsion.3

The good mix of properties and ability to tailor properties make MMC attractive for liquid rocket engine

applications. High specific strengths help reduce the weight of components While enabling design

modifications for better performance. Higher, and lower, temperature capability materials improve engine

performance and increase reliability. Improved stiffness while maintaining weldability and bearing

strength for bolted joints reduces flange weight and fatigue loads. Near-net shape process technologies

reduce acquisition costs and lead times. Developing MMCs for rocket applications, providing insertion

opportunities, and tracking engine-level payoffs of materials technologies is the job of the Materials

Working Group (IMWG) of the Integrated High Payoff Rocket Propulsion Technologies program

(IHPRPT).

IHPRPT and IMWG

The Integrated High Performance Rocket Propulsion Technology Program (IHPRPT) began in

1994 as a means of coordinating technology development for rocket propulsion between the services and

providing demonstrations of performance goals at an engine level. It is a joint DOD, NASA, and industry

effort, managed by the Air Force Research Laboratory, and divided into three phases of engine l'

improvement. Each phase culminates in an engine demonstration, nominally scheduled for 20O, 2 07-,j

and 2010. The first phase demonstration engine has begun component testing. This engine is attempting to

demonstrate the IHPRPT goals by implementing an engineering design change from the fuel-rich staged

combustion cycle used by the Space Shuttle Main Engine (SSME) to the full-flow staged combustion cycle.

No new materials developments were inserted into this demonstration. IHPRPT has established engine-



r ),

level goals for improvement and IMWG coordinates the materials activities necessary to achieving those

goals. When the importance of new materials insertion efforts to achieving IHPRPT goals was realized, the

materials working group (IMWG) was establish in 1997.

Engine-level improvements can be characterized in several ways: performance, cost, reliability,

and maintainability. While the Air Force mission is mostly expendable, the drive toward "aircraft-, ikeil

operations" impels the need for reusable engine technologies. Therefore, maintainability goals for mean

time between replacement and refurbishment costs have been established under IHPRPT. Advancements

can be measured by improved thrust-to-weight (or increased specific impulse - thrust achieved divided by

weight flow rate of propellant consumed), increased reliability, and decreased cost. In the past, these areas

have been inextricably connected in that advancing one area has typically involved compromises in the

other two areas. An optimum advancement would allow a simultaneous increase in performance,

reliability, and a decrease in cost. It is a goal of the IHPRPT program to achieve just such simultaneous

and optimum advancements.

IHPRPT phase II goals are to be demonstrated through component-level tests in 2005. Some of

the goals to be demonstrated are a thrust-to-weight increase of 60%, cost reduction of 25%, and a Mean

Time Between Replacement (MTBR) of 60 missions. These overall goals are broken down into

component-level objectives for weight reduction and increased performance. Approaches to meet

objectives combine evolutionary engineering improvements, engineering design changes, and advanced

materials insertion. Materials technologies can influence both evolutionary design improvements and

enable new engine technologies. Evolutionary improvements include reducing the weight of ducting,

bellows, and flanges, improving the performance of cryogenic fuel pumps, and decreasing the weight of

nozzle and exit cone structures. Two new concepts need materials and process technologies advancements

to be implemented before they can be fully developed. The full-flow engine cycle and transpiration cooling

concepts have existed as design concepts for years, but these engineering technologies require high

temperature oxidation resistant materials and finely controlled porous materials, respectively, to enable

their demonstration.

.. . Affordability for Liquid Rocket Engines

V



As with the other extremes in rocket propulsion, the term "affordable" takes on an extreme

definition in an industry that counts a single operation in the billions of dollars. Engine acquisition costs are

weighed against multi-million dollar operations costs. Lead times for launch opportunities can be years and

engine production rates are in the single digits per year. When payloads are unique, or human lives,

reliability is nearly priceless. For these reasons, what is affordable for the rocket propulsion industry is

extreme in other circumstances.

In 1999, General motors produced 8.6 million automobile engines, a production rate of nearly 18

engines/minute. With that high a production rate, manufacturing processes are fast and must manage large

throughput. At a cost of about $5000/engine, development costs are on the order of $2/engine and the costs

are spread over a customer base in 190 countries.4 With the current price of new cars, the engine costs

about 30% of the vehicle costs. Similarly, jet aircraft powerplants cost roughly 36% of the vehicle costs.

F-15 fighters are powered by two F-100 engines produced by Pratt and Whitney and each costing

approximately 18% of the total vehicle cost. Pratt and Whitney produces the F-100 engine at a rate of

about 250/year and development costs of major upgrades are spread over several thousand engines. 5 Since

production rates are lower for jet aircraft engines than for automobiles, power density requirements are two

orders of magnitude higher, and reliability is more difficult to achieve, affordable costs for jet engines are

higher than for automobile engines. Production methods tend to be lower rate, but with much tighter

tolerances and less variability than for automobile engines. For rocket engines, production rates are

extremely low and scrap rates are acceptable at high levels, sometimes as much as 50%. While Meisl

concludes in his comparison of jet aircraft and rocket engines that, when corrected for the difference in

production quantities, the costs ofjet engines and liquid rocket engines are comparable,2 the production

quantity is the difference. Currently, the Space Shuttle Main Engine is produced at a rate of less than one

per year. However, the cost of a single SSME is only approximately 5% of the total vehicle cost. (Keep in

mind that there are 3 SSMEs on each Shuttle, and the propulsion system includes two solid rocket boosters.

All together, the total shuttle propulsion system costs about 30% of the vehicle.) Development costs have

been amortized over only approximately 100 engines. With these extremely low production rates and

quantity produced, more expensive and slower manufacturing techniques are affordable. The economies of

scale that make large capital investments affordable to increase throughput of automobile engines can not c e.n•A J i



be achieved by rocket engine industry. However, technology investments that increase performance and

reliability are affordable as long as they are cost competitive with system costs.

It is within this framework of affordability that IMWG and IHPRPT are developing metal matrix

composites technologies for liquid rocket engines. The following section will discuss the individual goals

of specific ongoing efforts. However, in summary, most of the current metal matrix composite efforts for

liquid rocket propulsion are working to achieve acceptable strength to weight ratios while maintaining

sufficient ductility for low cycle fatigue resistance and joint compatibility. Specialized requirements, such

as compatibility with high-temperature, oxygen-rich steam for the full-flow engine cycle6 are also being

considered.

Aluminum Metal Matrix Composites

Al MMCs, both particulate and chopped fiber reinforced, are probably the most mature of the

MMC technologies being developed for rocket propulsion. The potential for application of these material

systems to other industries, such as the automotive, aircraft, and sporting goods industries are also making

these technologies the most affordable to develop. The rocket industry is turning to Al MMCs primarily to

reduce weight of structural components. The potential applications of Al MMCs are numerous throughout

the engine, but basically fall into three categories: stiffness driven components, "warm" temperature

applications, and cryogenic applications. Stiffness driven components include flanges, thrust chamber

jackets, and support structures. These components transfer loads from one structure to another through

welded, bonded, and bolted joints. While not in direct contact with either hot combustion products or

cryogenic propellants, these components tend to operate in moderate thermal and chemical environments.

Current systems use nickel-based superalloys in these applications for both high stiffness and compatibility

with mating surfaces. The driving parameters for materials for use in these applications are high stiffness

(moduli greater than 220 GPa (32 ksi) are desired), weld or braze-ability, physical compatibility with

dissimilar materials, and bearing strength in bolted joints. Near-net shape processing techniques that are

capable of fabricating generally axisymmetric shapes with multiple radii of curvature are necessary.

Secondary thermal processes such as brazing and welding are commonly used during subassembly

fabrication. MMCs with inserts and mixed reinforcement types (particulate, chopped fiber, and continuous



fiber) are desired for these applications to functionally grade a welded interface to a stiff bolted joint.

Methods of joining MMCs and dissimilar materials also require development.

"Warm" temperature applications for aluminum MMCs are considered high temperature

applications for aluminum, but moderate temperature environments in rocket engines. Turbine rotating

components, stationary elements, and housings in expander cycle engines run at temperatures up to 260 'C

(500 'F). "Warm" propellant ducting and backup structures also operate in this thermal environment, but at

lower stress levels. Rotating machinery has the most severe requirements in this area with the material

strength requirements for single stage pump designs pushing 862 MPa (125 ksi). These components are

directly exposed to (usually) hydrogen-rich turbine drive gases and require both creep and fatigue

resistance. Nickel-based superalloys are currently used for these components. There is a desire to move

away from expensive machining of forged billets for these components, however, extremely complex

shapes with good surface finishes are required.

Complex shapes with smooth interior surfaces are also needed for cryogenic pump components.

Housings, inducers, impellers, and stationary guide vanes must operate at the -244 'C (-423 'F)

temperature of liquid hydrogen. Meticulous design practices are employed to account for varying shrinkage

between components during cool down to maintain tight tolerances and carefully engineered flow paths.

Hydrogen compatibility is required along with fatigue resistance. Forged and machined titanium alloys are

currently used for these components because of their good properties at low temperatures. Strengths in the

range of 675 MPa (100 ksi), ductilities greater than 6%, and fatigue limits greater than 275 MPa (40 ksi) at

temperature with densities less than 4 g/cm 3 (0.14 lb/in3) are desired to improve on the performance of the

current Ti alloys. Low, or controllable, CTEs would allow greater design flexibility. As with other

components, near net-shape processing techniques are desired to alleviate the reliance on expensive, and

long lead time, forging and machining processes.

Recent efforts by the rocket community to develop aluminum materials for component

applications have centered on manufacturing "nanophase" monolithic aluminum alloys. At this time, a

"nanophase" alloy composition has not been optimized; however an aluminum-magnesium alloy that

maintains a grain size on the order of 10 nm has been developed. Process variables ranging from efficiency

of powder attrition to large-mechanical-work-input fabrication techniques are being developed. Current Al



MMC material and process development efforts are exploring near-net shape casting techniques, joining to

dissimilar metals, preforming techniques aimed at increasing final composite ductility, and functionally

Grading properties by selective control of preform density. Both particulate and chopped fiber reinforced

Al MMCs are currently being investigated and strengths as high as 620 MPa (90 ksi) have been achieved in

particulate reinforced systems.

Copper Metal Matrix Composites

The development of Cu MMCs, in the past, has been plagued by CTE incompatibility between

matrix and filler, delamination, and matrix infiltration issues. Because of the uniqueness of the applications

of Cu MMCs, this technology has been slower to develop and requires greater investment than Al MMC

technology. The two properties of copper which make it attractive as a matrix material for rocket engine

components are its oxygen compatibility and high thermal conductivity. Oxygen compatibility is essential

for turbopump hardware that is powered by high-temperature, oxygen-rich steam in the full-flow engine

cycle. In the full flow cycle, the oxygen turbopump housing and ducts will be in direct contact with high-

temperature oxygen-rich steam. These applications require strength at temperature and creep resistance as

well as oxygen compatibility. To be considered for use in an oxygen-rich environment, a material must not

support combustion at 69 MPa (10,000 psi) oxygen, and cannot be susceptible to ignition by impact of a 1.5

mm (0.06 in) diameter aluminum particulate in a supersonic stream of oxygen.7 Operating conditions can

be varied to account for material capabilities, but strengths of413 MPa (60 ksi) are required at 260 'C (500

'F) with densities less than 7.5 g/cm 3 (0.27 lbs/in 3) for some applications. As with Al MMCs, near-net

shape processing techniques that create good surface finishes with little machining require development.

Heat conduction applications are primarily thrust chamber liners, either regeneratively cooled or

transpiration cooled. While most regenerative cooling schemes require the high conductivity of monolithic

copper, increased strength, creep, and fatigue resistance are needed to overcome deformation due to

thermal cycling stresses. The thrust chamber liner is exposed 20 MPa (3000 psi) combustion gases on ---

the inner surface and cryogenic propellants on the outer surface where it mates with the structural jacket.

Thermal fatigue from transients of thousands of degrees in fluid temperature during engine start up and

shut down is a problem with current copper systems. The exact material requirements depend on the thrust



chamber design. However, the high heat transfer rates required to cool the combustion chamber liner have

precluded use of copper matrix composites in the past.

Nickel Metal Matrix Composites and other Materials

The primary driver for development of nickeL based MMCs is the hot oxygen-rich steam

environment of the full flow cycle engine. This technology is in its infancy, however lessons learned from

Al MMC technologies will help defray development time and cost. Turbine components require high

strength, creep and fatigue resistance at temperature along with oxygen compatibility and corrosion

resistance. Nickel-based superalloys are the materials of choice for these components in systems currently

under development. While increased strength, stiffness, and creep resistance may be achieved by creating

composites with SiC particles or fibers, oxygen compatibility cannot be compromised for components in

the oxygen-rich drive gas environment of the full-flow cycle engine. As stated in the section on copper

MMCs, to be considered for use in an oxygen-rich environment, a material must not support combustion at

"- 69 MPa (10,000 psi) oxygen and can not be susceptible to ignition by impact of a 1.5 mm (0.06 in)

&.• or-• aluminum particulate in a supersonic oxygen stream. Thermal shock environments during the engine start

transients preclude the use of coated material systems for turbine blade applications, at this time.

Therefore, the entire bulk of a turbine blade material must be resistant to the oxygen-rich combustion

product environment. Turbine blades and disks are typically uncooled for their roughly I(ninute

e, boperational cycle. So, short operational periods were bulk material temperatures reach 730 'C (1200 'F)

are not uncommon. Strengths greater than 1040 MPa (150 ksi) at temperature are desirable with material

densities less than 6.5 g/m 3 (0.23 lb/in3) for some designs. These stress, temperature, and chemical

environments are severe and increasing MTBR goals make these material property goals even more

strenuous to achieve.

Other non-rotating componentmust also survive extreme operating environments. Injector

faceplates, bodies, and preburners require oxidation resistance, corrosion resistance, and hydrogen

embrittlement resistance at high temperature. Injectors meter and direct the flow of propellants into the

main combustion chamber. Prebumers are the small combustion chambers in which the turbine drive gas is

generated. Current systems, some of which are actively cooled, use cobalt alloys for these components.



Extreme thermal environments (gas temperatures approaching 918 'C (1500 'F)) and pressures up to 62

MPa (9 ksi) are projected for these components in future engines. Monolithic silicon nitride is being

applied to the injector body, but the difficulty of mating the ceramic body to a metallic thrust chamber has

not been overcome to permit testing of this ceramic injector. Because of the generally axisymmetric shape

of the injector body, continuous fiber composites have been suggested for this application, however

component mating requirements create challenges for continuous fiber composites.

Currently funded efforts are working to improve the oxygen compatibility and strength of

monolithic nickel-based superalloys and an improved stressed-oxidation response has been demonstrated.

Nickel MMCs show great promise for application to rocket components, but the materials, process, and

design technologies are considered to be too immature for component demonstration at this time. Material

and process development efforts in this area are being planned for funding within two to three years.

Conclusion

MMCs are considered mid-term material solutions to rocket component needs. The potential to

spread development costs over several industries make MMC technologies affordable to develop. The

•--.----potential to tailor specific properties and produce nearnet shape components with small capital investment

promises to make MMC fabrication technologies affordable for the extremely low production rates of

rocket engine components. On the current IHPRPT roadmaps, components employing MMCs should be

demonstrated in 2005 with advances continuing through 2010. In the far term, weight and turbine inlet

temperature goals may force the community away from metallic materials and toward ceramic and CMC

material systems. Thermal and environmental coatings technologies will also require development.

However, ductility requirements, geometric constraints, and environment compatibility needs in rocket

engines ensure that metal matrix composites will play an important role in rocket technology development

for the foreseeable future.

'NASA Facts Sheet ,
2 Meisl, C.Jeocket Er ie Vsoet Engine Comparison, AIAA 92-3686, July 1992, AIAA.
3 Miracle, lYB., and Maruyama, ?
"4 (Information from Motortrend web press releases, the GM website, and my local gm dealer.) -

s (Information from the Pratt and Whitney website and Edwards AFB Public Affairs office.)
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6 Shelley, J.S., LeClaire, R. and Nichols, J., Journal of Metals, May 01.
7 H.D. Beeson, W.F. Stewart, and S.S. Woods, "Safe Use of Oxygen and Oxygen Systems", ASTM, stock
number MNL36 (2000); and ASTM G 125.
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